IN THE CLAIMS : 

1 . (Currently Amended) A device for delivering a supply of gases to a user comprising: 
a patient interface mask , in use in fluid communication with said supply of gases and 

supplying said gases to said user, 

at least one outlet member integrated with or attached to said patient interface mask , 
wherein the a boundary between said outlet member and said mask forms at least one narrow 
outlet vent that in use passes a substantial portion of the expired gases of said user. 

2. (Currently Amended) A device for delivering a supply of gases to a user according to 
claim 1 wherein said outlet vent comprises a slot formed in said int e rface mask and a cover 
extending over said slot and attached to said int e rface mask, such that the separation between 
said int e rfa ce mask and said cover increases to the edge of said cover in order to diffuse said 
exhaled gases. 

3. (Previously Presented) A device for delivering a supply of gases to a user according to 
claim 1 wherein said outlet member is removable. 

4. (Previously Presented) A device for delivering a supply of gases to a user according to 
claim 1 wherein said at least one outlet vent is a substantially long tapered slot. 

5. (Cancelled) 
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6. (Currently Amended) A device for delivering a supply of gases to a user according to 
claim 1 wherein said at least one outlet vent extends between the top and bottom of said patient 
in t e rfac e mask. 



7. (Cancelled) 

8. (Currently Amended) A device for delivering a supply of gases to a user according to 
claim 1 wherein said p ati e nt interface mask is a nasal mask. 

9. (Currently Amended) A device for delivering a supply of gases to a user according to 
claim 1 wherein said patient interface mask is a full face mask. 

1 0. (Currently Amended) A CPAP system for delivering gases to a user in cl ud i n g 
comprising: 

a pressurised source of gases, 

transport means in fluid communication with said pressurised source adapted to convey 
said gases, and 

a patient inte rface mask in fluid communication with said transport means in use 
delivering said gases to said user, and said patient interface -including: 

at least one removable outlet member integrated with or attached to said p atient inte r face 
mask, wherein the a boundary between said outlet member and said interface mask forms at least 
one narrow slot that in use passes a substantial portion of the expired gases of said user. 



1 1 . (Previously Presented) A CPAP system for delivering gases to a user according to claim 
10 wherein said outlet member is removable. 

1 2. (Currently Amended) A removable outlet member for a gases delivery pati e nt i nt er fa ce 
mask , said pat ie nt interface mask including at least one said outlet member, the a boundary 
between said outlet member and said interface mask forms at least one narrow outlet vent that in 
use passes a substantial portion of expired gases from a user. 

13-17. (Cancelled) 
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